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Reliable connections are your main concern
Our stars provide crimping that lasts

Connection technology and electrical installation

Let’s connect.
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A large variety of wire-end ferrules and contacts – 
with professional tools from Weidmüller, you 
always make the right connection

Crimp all kinds of wire-end ferrules and contacts
Our stars support you with every connection 

Weidmüller has been developing and manufacturing specialist tools to meet the 
most stringent requirements for over 30 years. When we develop new products, 
we always have one goal in mind: to make your job easier, to optimise workflows 
and to help protect the long-term productivity of your business. With our selection 
of crimping tools, we offer you the right crimp shape for every type of connection. 
This allows you to create reliable, durable and stable crimped connections of the 
highest quality for the desired cross-section.

The most important task when crimping is to prevent crimping errors and thereby 
achieve homogeneous crimped connections. High-quality crimping requires both 
manual dexterity and a suitable crimping tool with coordinated wire-end ferrules. 
International standards and regulations, such as DIN EN 60352-2, are essential 
quality criteria for perfect crimping. Tensile strength achievement and the 
prevention of typical crimping errors play a major role.

To help you create durable crimp connections, we are constantly developing 
new tools to meet your professional needs. Our many years of experience and 
expertise in the field of crimping mean you will always be on the safe side. Our 
crimping tools can handle the widest range of contacts with ease and even 
surpass prescribed quality criteria.

Whether in hard-to-reach places inside the cabinet or in the workshop – with 
our professional tools you’ll always have the right tool to hand for a variety of 
manufacturing processes. Crimp the widest range of cross-sections you can 
imagine with our new crimping tools PZ 10 HEX and PZ 10 SQR, which use a 
single crimping die, or take advantage of our stripax® plus 2.5, which combines 
three tools in one. Coordinated wire-end ferrules and tools mean you can also 
create UL-compliant crimp connections.  

For more information,
please visit:
www.weidmueller.com/toolsLet’s connect.
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Whether you’re working directly in the cabinet or in hard-to-reach places, with large 
or small cross-sections, linked or individual wire-end ferrules — Weidmüller crimping 
tools with their wide range of crimp shapes pass every practical test.

Crimping with star appeal
The highlights of our crimping tools at a glance

The hexagonal crimp shape of the
PZ 10 HEX produces an almost circular 
crimp, which is especially suited to 
connections using the “PUSH IN“-
direct-insert system. But even with 
tension clamps or screw connections, 
outstanding contacts are always 
guaranteed. 

Hexagonal crimp shape
for a secure hold 

2.

Our stripax® plus 2.5 combines three 
functions in a single tool and allows 
you to cut, strip and crimp cables all in 
one go. Use this all-rounder to process 
strips of linked wire-end ferrules with 
cross-sections measuring from 0.5 to 
2.5 mm² (AWG 20 to 14).

One tool – three functions1.

Our PZ 6 Roto L has an impressive 
rotary die, which allows you to easily 
customise the tool to suit your working 
environment. The locking mechanism 
ensures safety and stability for each 
and every crimp and makes the
PZ 6 Roto L a star in every role.

Simple working in
any environment 

4.

The PZ 10 SQR lets you create square 
crimp connections with an impressively 
firm grip at the contact point. This 
prevents cables of 0.14 to 10 mm² 
(AWG 26 to 8) from twisting at the 
connect point.

Square crimp shape with a
wide range of cross-sections 

3.
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Trapezoidal
crimp shape

Hexagonal
crimp shape

Square
crimp shape

Trapezoidal 
indentation
crimp shape

Crimping – a permanent connection
Suitable precision tools for reliable connections 

Reliable connections in your machines and systems are the be-all and end-all.
A connection with a faulty contact can cause downtimes that will ultimately cost 
you time and money. That is why the requirements of each and every connection 
have to be heeded. 

Connections that use the screw system provide the most reliable contact because 
the screw squeezes the material of your crimped conductor into the connection. 
However, installing screw connections is very time-consuming, as the screw for 
each contact needs to be tightened individually. 

“PUSH IN“-connections certainly save time during installation, but you need 
to consider the following: if the crimped conductor is not inserted correctly at 
the contact point, a secure connection will not be guaranteed. The square and 
hexagonal crimp shapes of the PZ 10 HEX and PZ 10 SQR also let you create 
secure connections with spring-based connectors. The parallel-opposite surfaces 
of the crimp provide enough space for a secure contact – no matter how you 
insert the conductor into the contact point.

Crimping wire-end ferrules – the devil is in the detail 

There is more to reliable contacts than the crimp shape and connection type.
The quality of the crimp also plays a major role. Depending on the cross-section, 
about 0 to 0.5 mm of the conductor should protrude from the ferrule tube. 
Individual wires should also not be pushed back or protrude from the collar.
The ferrule sleeve must be completely filled by the conductor, otherwise the
rated cross-section of the conductor will sometimes be impaired.
Weidmüller solves this problem with spring-loaded crimping tools, such
as the new PZ 10 HEX and PZ 10 SQR. The great advantage of these tools
is a self-adjusting crimping die, which automatically adjusts to the respective
cross-section. 

PZ 10 HEX 

PZ 10 SQR

PZ 6 Roto L 

Let’s connect.

 
Right modular terminal – right marker –
right tool

Experience the benefits of coordinated products. 
In our selection aid, you will find selected modular 
terminals with matching markers and associated 
processing tools. 

NEW

NEW

stripax® plus 2.5
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Crimp large cross-sections with minimum effort 
It’s easy with the PZ 10 HEX and PZ 10 SQR

Whether in machine construction, the process and energy industry or traffic 
engineering – wherever reliable electrical connections are required, you need
tools that provide the highest standards of quality, strength and durability. 
Fulfilling the maximum requirements for pull-out values and crimping density
is a prerequisite for stable electrical connections.

The radial crimping tools PZ 10 SQR and PZ 10 HEX are used in all applications 
where these requirements are demanded. For the first time ever, radial crimping 
tools for wire-end ferrules meet the stringent DIN and UL standards for large
cross-sections measuring from 0.14 to 10 mm² (AWG 26 to 8).

Both tools can process wire-end ferrules with or without plastic collars in
the cross-section range of 0.14 to 10 mm² (AWG 26 to 8). The hexagonal crimp 
produces a more rounded crimp shape with a small diameter and is ideal for 
situations where the clamping space is limited. The geometrical dimensions of 
square-crimped wire-end ferrules make them ideal for tension-clamp connections.

The high contact density of the PRV patch distributor terminals 
with “PUSH IN” connections allow up to 1,700 signals per 

metre of cabinet – the square and hexagonal crimp shapes of the 
Z 10 SQR and PZ 10 HEX will help you to reduce wiring times 

even further

PZ 10 HEX
Order no.: 1445070000

PZ 10 SQR
Order no.: 1445080000

Crimping even in hard-to-reach places
Our PZ 6 Roto L makes it easy for you

PZ 6 Roto L
Order no.: 1444050000

Crimping in hard-to-reach places, such as narrow cabinets, requires patience
and dexterity.

Our PZ 6 Roto L greatly reduces your workload. Simply insert the crimping tool
as best you can in the space available: either guide the cables and wire-end 
ferrules from the front or side and into the tool.

The rotary crimp insert can be locked in two positions. You therefore reap
the benefits of a flexible and fixed crimp insert in a single tool.

UL-approved 
crimp connection
UL approval for our crimped, 
insulated wire-end ferrules allows 
us to open up an unlimited 
number of possible applications 
for use around the world. Wire-
end ferrules, manual tools 
and crimping machines from 
Weidmüller are approved as an 
overall system.

Rotatable die
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Three work steps, one tool
Cutting, stripping and crimping with the stripax® plus 2.5

Reduce installation times and minimise production costs – anyone wishing to 
increase the competitiveness of their company can no longer dispense with 
the automation and optimisation of individual work steps and processes. Cable 
processing in particular calls for tools that combine multiple work steps and 
shorten installation times.

The stripax® plus 2.5 allows you to cut, strip and crimp cables with a single tool. 
This means you can process a cable without putting the tool down. Turn the knob 
to adjust the crimping die to the cross-section of your conductor and then use the 
stripax® plus 2.5 to easily crimp cross-sections measuring from 0.5 to 2.5 mm² 
(AWG 20 to 14).

If strips of wire-end ferrules are processed using an automatic wire-end ferrule 
transport, this also eliminates the need to position the wire-end ferrules on the 
ends of the stripped cable. The stripax® plus 2.5 greatly simplifies the whole 
procedure, from cutting to crimping the conductor, and produces the best 
possible connections.

stripax® plus 2.5
Order no.: 9020000000

Cutting

Stripping

Crimping

PZ 1.5

0.14 – 1.5 mm²
AWG 26 – 16
Order no.: 9005990000

PZ 3

0.5 – 6 mm²
AWG 20 – 10
Order no.: 0567300000

PZ 6 Roto

0.14 – 6 mm²
AWG 26 – 10
Order no.: 9014350000

PZ 4

0.5 – 4 mm²
AWG 20 – 12
Order no.: 9012500000

PZ 16

6 – 16 mm²
AWG 10 – 6
Order no.: 9012600000

PZ ZH 16

6 – 16 mm²
AWG 10 – 6
Order no.: 9013600000

PZ 6/5

0.25 – 6 mm²
AWG 24 – 10
Order no.: 9011460000

PZ 50

25 – 50 mm²
AWG 4 – 0
Order no.: 9006450000

We cannot guarantee that the publications or software we provide to customers for the purpose of placing orders are completely free of errors. We make every effort to correct such errors once we become aware of them.

Remove the insulation 
effortlessly and enjoy the 
quality and benefits you 
expect from our stripax®. 

Cut your cable to the desired 
length using the cutting unit 
incorporated in the tool. 

Crimp the cable using strips 
of linked wire-end ferrules 
and you are immediately 
ready for the next crimp. 
A knob is used to set the 
correct cross-section.



Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
32758 Detmold, Germany
T +49 5231 14-0
F +49 5231 14-292083
info@weidmueller.com
www.weidmueller.com

Your local Weidmüller partner can
be found on our website:
www.weidmueller.com/countries

Made in Germany

Order number: 2002060000/02/2015/SMKW

Weidmüller – Your partner in Industrial Connectivity

As experienced experts we support our customers and partners around the world 
with products, solutions and services in the industrial environment of power, 
signal and data. We are at home in their industries and markets and know the 
technological challenges of tomorrow. We are therefore continuously developing 
innovative, sustainable and useful solutions for their individual needs. Together we 
set standards in Industrial Connectivity. 


